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Mounting Flange for SAE AA 2-Bolt M-9000 Series Pump

SAE AA 2-BOLT

cc/rev in3/rev

12724-020 2.0 0.122 0.95 gpm 3.6 lpm 1.90 gpm 7.2 lpm 80.7     (3.18) 34.4     (1.35)

12724-030 3.0 0.183 1.42 gpm 5.4 lpm 2.85 gpm 10.8 lpm 83.3     (3.28) 35.7     (1.41)

12724-040 4.0 0.244 1.90 gpm 7.2 lpm 3.80 gpm 14.4 lpm 86.0     (3.38) 37.1     (1.46)

12724-050 5.0 0.305 2.38 gpm 9.0 lpm 4.76 gpm 18.0 lpm 88.7     (3.49) 38.4     (1.51)

12724-060 6.0 0.366 2.85 gpm 10.8 lpm 5.71 gpm 21.6 lpm 91.3     (3.59) 39.7     (1.56)

M-9000 Series Performance Table
Displacement Nominal Flow

1800 rpm 3600 rpm

2 Bolt   
Part No.

X Max.       
mm (in.)

Y Port        
mm (in.)

 82.0
(3.23)

27.0
(1.06)

 13.1
(.52)

15.2
(.60)

 9.7
(.38)

Y

 6.1
(.24)

 41.3
(1.62)

 82.6
(3.25)

 38.5
(1.52)

 26.9
(1.06) X

101.6
(4.00)

C
CL

SHAFT

10.3
(.41) DIA.

2 HOLES THIS UNIT ASSEMBLED 
  FOR CCW ROTATION

 FRONT VIEW

 SIDE VIEW

 REAR VIEW

 50.75-50.80
(1.998-2.000)
 PILOT DIA.

L
PORT

15.1
(.59)

15.1
(.59)

SAE #8 STR. THD. PORT
 3/4"-16 UNF-2B THD.

SAE #10 STR. THD. PORT
 7/8"-14 UNF-2B THD.

 33.0
(1.30)

 33.0
(1.30)

SAE 9 TOOTH, SPLINE
.500 DIA. 20/40 PITCH

Optional drive shafts, check valves, relief valves, and release valves are available. Consult factory.

For optimum performance at all pump speeds, side ports are recommended. Consult factory.

Qty: Price:
62 $51.18
37 $51.18
36 $51.18

N/A N/A
50 $51.18


